
Guide
Metal Couplings 
and Nozzles

“Q” couplings and nozzles “C” couplings and nozzles

880700 

Water Tap Nozzle with 
1/2”, 3/4” and M22 

Internal Thread, 1/2” (Q)

880701 

Hose Coupling, 1/2” (Q) 

Fits water tap with ½”, ¾” or M22 mm 
outside thread. 

When the bush is removed, the 
coupling fits a 3/4” external thread. 

When the bush is inserted with the 
two small notches pointing out, the 
coupling fits a 1/2” external thread. 

When the bush is inserted with the 
two small notches pointing in, the 
coupling fits a M22 mm external 
thread.

Is mounted on all Vikan hoses; 
93315, 93325, 93353, 93363, 
93373 together with one pcs. 
of 880700.

Can be connected to all Vikan 
handles with (Q) nozzle.

3/4”

M22

1/2”
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881701 

Hose Coupling, 
Click, 1/2” (C)

880705 

Male Connector/
Nozzle, 1/2” (Q)

880703 

Coupling with Hose Nozzle 
and Shut-Off Valve (Q)

No Vikan hoses with this 
coupling.

Can be used with all Transport 
Handles with (C) coupling.

“Click” is engraved in the 
metal surface.

Is used to connect 2 hoses 
with 880701 mounted.

Is used as an alternative to 
880701.

When this coupling is 
disconnected from a water 
gun like 93239, 9324x or 
93229 water will not leak 
from the hose.
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88071352 

Hose Coupling, 3/4” (Q) 

Can be mounted on 3/4” 
hoses and connected to Vikan 
handles with (Q) nozzles and 
water tap coupling 880700 as 
well as nozzle 880712.

Can be connected to all Vikan 
handles with (Q) nozzle and 
nozzle with thread, 880712.



880708 

Nozzle with 1/2” thread for 
1/2” & 3/4” Water Hose

88070952 

Nozzle with 1/2” Thread for 
Gardena/Hoselock, 1/2” (C)

880712 

Nozzle with 1/2” thread for 
9324x (Q) 

To be screwed into the thread 
on Heavy Duty Watergun, 
9324x.

To be screwed into the thread 
on Heavy Duty Watergun, 
9324x.

Can be connected with hoses 
that have either 881701 or 
Hoselock/Gardena hose 
couplings mounted. 

To be screwed into the thread 
on Heavy Duty Watergun, 
9324x.

Can be connected to Vikan 
hoses 93315, 93325, 93353, 
93363, 93373.

88070752 

Adapter Quick Coupling 
(Q) to Gardena/Hozelock 

Nozzle, 1/2” (C)

Is used to click on handles 
with a (Q) nozzle to convert 
this to a (C) coupling. Hoses 
mounted with either 881701 
or Hoselock/Gardena hose 
couplings can then be 
connected.
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880716

Hose coupling, 3/4” (Q)

Can be mounted on a 3/4” 
hose and connected to 
880715 when screwed into 
heavy duty watergun, 9324x.

Contact us 

www.vikan.com 
sales@vikan.co.uk 
+44 (0)1793 716 760 
 

Art no. Product name

880700 Water Tap Nozzle with 1/2”, 3/4” and M22 Internal Thread, 1/2” (Q)

880701 Hose Coupling, 1/2” (Q)

88071352 Hose Coupling, 3/4” (Q)

881701 Hose Coupling, Click, 1/2” (C)

880705 Male Connector/Nozzle, 1/2” (Q)

880703 Coupling with Hose Nozzle and Shut-Off Valve (Q)

88070752 Adapter Quick Coupling (Q) to Gardena/Hozelock Nozzle, 1/2” (C)

880708 Nozzle with 1/2” thread for 1/2” & 3/4” Water Hose

88070952 Nozzle with 1/2” Thread for Gardena/Hoselock, 1/2” (C)

880712 Nozzle with 1/2” thread for 9324x (Q)

880715 Nozzle with 1/2” thread for 9324x, 3/4” (Q)

880716 Hose coupling, 3/4” (Q)

Product overview

880715

Nozzle with 1/2” thread for 
9324x, 3/4” (Q)

To be screwed into the thread 
on Heavy Duty Watergun, 
9324x.

Can be connected with 
coupling 880716, Hose 
coupling, 3/4” (Q).


